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Classe de isolamento
Isolation Class / Classe d’isolation / 
Clase de aislamiento

250V / 16A
Tensão, amperagem
Voltage, amperage / Tension, ampérage
Tension, amperes 

Preto
Black / Noir / Negro

Cor
Colors / Couleurs / Colores

Material
Material / Matériaux / Material

20 / 06IP / IK

Polipropileno
Polypropylene / Polypropylène
Polipropileno

3500W (máx)Potência
Power / Puissance / Potencias 

-25ºC + 85ºC
Estabilidade dimensional
Dimensional stability 
Stabilité dimensionnelle
Estabilidad dimensional

750ºC Partes activas
Active parts / Parties actives 
Partes activas

Fio incandescente
Glow wire test
Fil incandescent
Hilo incandescente 650ºC Outras partes

Other parts / Autres parties 
resto

EN 61242
Norma
Norm / Norme / Norma

 COD REF  
 

 EAN
(m)

1421410001 ENR SC PT  4 
 Max 20mts »» 3G1,5

Max 10mts »» 3G2,5
5604378216343

 

1421410006 ENR31010 PT  4 3G1,0 10  5604378398216 
1421410004 ENR31015 PT 4 3G1,0 15  5604378216374 
1421410002 ENR31025 PT 4 3G1,0 25  5604378216350 
1421410008 ENR31525 PT  4 3G1,5 25  5604378779510 
1421410003 ENR31550 PT  4 3G1,5 50  5604378216367 
1421410009 ENR32525 PT 4 3G2,5 25  5604378782688 
1421410013 ENR32540 PT 4 3G2,5 40  5604378906312 

1421410017 ENR SC G PT  4 -

-

 Max 50mts »» 3G1,5
Max 40mts »» 3G2,5

 5604378991103 

Características  
Characteristics / Caractéristiques / Características
 


