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LUMILEDS
Luxeon 3030 130 Lm/W
by PHILIPS

high performance
Ideal choice for highbay
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 - 375x157 - - 60
 - 530x124 - - 120

 - 530x103 - - 120
 - 427x165 - - 60
 - 458x120 - - 120

 - 312x135 - - 60

www.blink.com.pt

 COD REF  LUMENS C L1xD2 DxA D K xº
      (mm) (mm) (mm)

2810970001 MACAW LED 50W(LED) 5741  165x133 - - 4000 -
2810970002 MACAW LED 100W(LED) 11961  165x180 - - 5000 -
2810970004 MACAW LED 150W(LED) 17300  192x216 - - 5000 -
2810970005 MACAW LED 220W(LED) 26832  172x320 - - 5000 -

PC

AL2810570001 REF MACAW LED 50W(LED) - 
2810570015 REF MACAW LED 50W(LED) - 

PC

 - 312x135 - - 60
2810570002 REF MACAW LED 50W(LED) - 
2810570005 REF MACAW LED 100W(LED) - 
2810570006 REF MACAW LED 100W(LED) - 
2810570009 REF MACAW LED 150W(LED) -  - 421x158 - - 60
2810570016 REF MACAW LED 150W(LED) -  - 421x158 - - 60

2810570010 REF MACAW LED 150W(LED) - 
2810570013 REF MACAW LED 220W(LED) - 
2810570014 REF MACAW LED 220W(LED) - 
2810570003 VID MACAW LED 50W(LED) - - - - 297 - 60
2810570007 VID MACAW LED 100W(LED) - - - - 363 - 60
2810570011 VID MACAW LED 150W(LED) - - - - 409 - 60

MACAW LED

230V~
50Hz LDT

2810570004 - 50W13419100241341910023
2810570008 - 100W
2810570012 - 150W

Inspiração
 Inspiration | Inspiración | Informatión

Tabela Informativa
Information Table | Table Informativa | Table d´information

IK08

Acessório
Accessory | Accesorio | Accessoire
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Aplicação
Mounting | Montaje | Montage

50W / 100W / 150W

220W
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0.5m

Cores
Colors | Colores | Couleurs

Simbologia
Symbol | Simbología | Symbologie

Desenhos Técnicos
Symbol | Simbología | Symbologie
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Distribuição Luminosa dos Re�ectores
Light Distribution | Distribución Luminosa | Répartition de la Lumière
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EN 60598-2-1:1989
EN 60598-1:2015
EN 62493:2015
EN 62471:2008
EN 62031:2008+A1:2013+A2:2014
EU Directive 2014/30/UE

EU Directive 2014/35/UE

EN 6100-3-2:2014
EN 61547:2009
EN 6100-3-3:2013
EN 55015:2013
EU Directive 2011/65/UE
EN 62321:2009874/2012
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Esta luminária 
incorpora lâmpadas
LED.

MACAW LED

As lâmpadas não podem ser 
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des Lampes LED 
intégré.

Les Lampes ne peuvent pas 

luminaire.
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This luminaire 
contains built-in LED 
Lamps.

The Lamps cannot be 
changed in the luminaire.
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Classe Energética
Energy Label | Clase Energetica | Classe Énergétique

Standards
Standards

Versão dimável para uma perfeita simbiose entre a iluminação e o espaço.
Dimmable version for a perfect symbiosis between light and space. | Versión regulable para una perfecta simbiosis entre la luz y el espacio. | Version graduable pour une symbiose parfaite entre la lumière et l'espace.
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Esquema de Detecção.
Detection Scheme. | Esquema de detección. | Schéma de détection.
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MACAW LED
Fotometria
Photometry | Fotometria | Photométrie
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Curva fotométrica  /  Photometric curve
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Fotometria
Photometry | Fotometria | Photométrie
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Cofinanciado por:

Fundo Social Europeu


